oo oL Bas e |REV. [BY |DATE  |aPPRVL | PN ESFCP22F
SPECIFICATIONS e e o
ELECTRICAL
RESISTANCE RANGE ------------ 1K, 2K, 5K, 10K OHMS
RESISTANCE TOLERANCE —------ - +15%
LINEARITY(INDEPENDENT) ------- 1.5%
ELECTRICAL ANGLE ---====----- 320°+5°
END RESISTANCE —------------ - 0.1% MAX. L L ——
RESOLUTION ---------=-===—---- ESSENTIALLY INFINITE
INSULATION RESISTANCE ------- 1000MEGOHMS @ 500 VDC ] —7.9£0.5
DIELECTRIC STRENGTH --------- 1 MINUTE @ 500 VAC e
POWER RATING —--------—-——-= 1.0 WATTS 1.6£0.4
CONTACT RESIS. VARIATION ----- BELOW 2% C.R.V. 1
OUTPUT SMOOTHNESS —------~ - LESS THAN 0.1% |
|
MECHANICAL . _ _ : o5 1000
NO OF TURNS ---------——-——--- 1 DIA. .
MECHANICAL ROTATION -==-=-=---- CONTINUOUS L W
ROTATIONAL LIFE  -====--=--=-- 10,000,000 TURNS #10.32+0:00
STOP STRENGTH -------------- N/A . $1.5+0.2
TORQUE —---commmmmmem oo BELOW 5mN.m. 1£0.5 =~
WEIGHT --===-=7===========---- 30 g M9 P=0.75
ENVIRONMENTAL
OPERATING TEMPERATURE —-----— —55°C TO +105°C
TEMPERATURE COEFFICIENT ----- +400 PPM*/C
VIBRATION -=---=------—-—————- 10HZ TO 2000HZ 15G
SHOCK —----==-==---—-—————-- - 506G
MOISTURE RESISTANCE --------- 40°C 95%RH 120 HOURS
SCHEMATIC
MATERIALS : 5
HOUSING ------=---------——-—-- PLASTIC
SHAFT -=-============ ===~ STAINLESS STEEL cw
TERMINALS ------=----=-—--——-- GOLD PLATED BRASS 5
RESISTANCE ELEMENT ---------- CONDUCTIVE PLASTIC
SCALE| DATE | 6-9-25 1954 KELLOGG AVE. TITLE P/N
BY AT ® CARLSBAD,CA 92008 SINGLE TURN T
ALL SPECIFICATIONS SUBJEGT TO CHANGE WITHOUT NONE APPRVL ml_l_ (760)-929-0749 POTENTIOMETER mm_HOUNN_H
NOTICE CODE IDENT: 19477




